GEZFABRIGC:

TECHNICAL PROPERTIES
TEKNIK OZELLIKLER
LEFKOSA
TEST TYPE / TEST TURU CRITERION / KRITER STANDARD UNIT / BiRiM TEST STANDARD
L WORK ORDER
WEIGHT / AGIRLIK ) i / 300 + %5 g/m? ISO 2286-2
is EMRI
WORK ORDER
THICKNESS / KALINLIK 0 . ° . / 1,45 + 0,10 mm 1SO 2286-3
is EMRI
WIDTH / EN >30 N 1SO 4674-1

TEAR STRENGTH / YIRTILMA KUVVETi

LENGTH / BOY >35 N 1SO 4674-1

WIDTH / EN > 150 N 1SO 1421

TENSILE STRENGTH / KOPMA KUVVETI

LENGTH / BoY > 500 N 1SO 1421
ELONGATION AT BREAK / WIDTH / EN 225%5 % 1SO 1421
KOPMA ANINDAKi UZAMA LENGTH / BoY 2205 % 1SO 1421
LAMINATION ADHESION / WIDTH / EN 10 N 150 2411
LAMINASYON YAPISMASI LENGTH / BOY >20
ABRASION RESISTANCE / >5.000 9 kPa ISO 5470-2
ASINMA DAYANIMI

>
COLOR FASTNESS TO RUBBING / DRY / KURU 24 Gs 150 105x12
SURTUNME RENK HASLIGI WET / ISLAK >4 GS ISO 105x12
CHEMICAL CONTENT
KIMYASAL ICERIK

POLYURETHANE / POLIURETAN % 11
POLYVINYL CHLORIDE / POLIViNiL KLORUR % 0
POLYESTER / POLIESTER % 89
COTTON / PAMUK % 0
VISCON / ViskON % 0
ACRYLIC / AKRILiK % 0

GEZDERI SENTETIK DERI SAN. VE TIiC. AS.
Akcaburgaz Mah. Osmangazi Cad. No: 5 Esenyurt/istanbul
Tel: (0212) 886 79 69 Faks: (0212) 886 79 77 info@gezderi.com www.gezderi.com
*GEZFABRIC, GEZDERI firmasina ait bir kurulustur.
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